REFERENCES


Nakayama, S & Sakamoto, M 1998, ‘Electrical properties of new type high oxide ionic conductor RE10Si6O27 (RE = La, Pr, Nd, Sm, Gd, Dy)’, *Journal of the European Ceramic Society*, vol. 18, no. 10, p. 1413.


Huang, K et al. 1998, ‘Superior perovskite oxide-ion conductor; strontium and magnesium doped LaGaO₃: II, ac impedance spectroscopy’, *Journal of the American Ceramic Society*, vol. 81, no. 10, pp. 2576–2580.

Huang, K et al. 1998, ‘Superior perovskite oxide-ion conductor; strontium and magnesium doped LaGaO₃: III, performance tests of single ceramic fuel cells’, *Journal of the American Ceramic Society*, vol. 81, no. 10, pp. 2581–2585.


Jiang, SP et al. 2006, ‘GDC-impregnated (La$_{0.75}$Sr$_{0.25}$)(Cr$_{0.5}$Mn$_{0.5}$)O$_3$ anodes for direct utilization of methane in solid oxide fuel cells’, *Journal of The Electrochemical Society*, vol. 153, p. A850.


Pillai, MR et al. 2008, ‘Fuel-flexible operation of a solid oxide fuel cell with Sr$_{0.8}$La$_{0.2}$TiO$_3$ support’, *Journal of Power Sources*, vol. 185, no. 2, p. 1086.


Chen, CC et al. 1995, ‘Immittance response of La$_{0.8}$Sr$_{0.4}$Co$_{0.2}$Fe$_{0.8}$O$_3$ based electrochemical cells’, *Journal of The Electrochemical Society*, vol. 142, p. 491.


Ullmann et al. 2000, ‘Correlation between thermal expansion and oxide ion transport in mixed conducting perovskite-type oxides for SOFC cathodes’, *Solid State Ionics*, vol. 138, no. 1–2, p. 79.

Wei, B et al. 2006, ‘Crystal structure, thermal expansion and electrical conductivity of perovskite oxides Ba$_x$Sr$_{1-x}$Co$_{0.8}$Fe$_{0.2}$O$_{3-δ}$ (0.3 ≤ $x$ ≤ 0.7)’, *Journal of European Ceramic Society*, vol. 26, no. 13, p. 2827.

Bucher, E et al. 2008, ‘Oxygen nonstoichiometry and exchange kinetics of Ba$_{0.5}$Sr$_{0.5}$Co$_{0.8}$Fe$_{0.2}$O$_{3-δ}$’, *Solid State Ionics*, vol. 179, no. 21–26, p. 1032.


Yan, A et al. 2006, ‘Investigation of a Ba$_{0.5}$Sr$_{0.5}$Co$_{0.8}$Fe$_{0.2}$O$_{3-δ}$ based cathode IT-SOFC: I. The effect of CO$_2$ on the cell performance’, *Applied Catalysis B: Environmental*, vol. 66, no. 1–2, p. 64.


Larring, Y & Norby, T 2000, ‘Spinel and perovskite functional layers between plansee metallic interconnect (Cr-5 wt % Fe-1 wt % Y2O3) and ceramic (La0.85Sr0.15)0.91MnO3 cathode’, Journal of The Electrochemical Society, vol. 147, p. 3251.


Mistler, RE & Twiname, ER 2000, ‘*Tape casting: theory and practice*’, The American Ceramic Society, Westerville, OH, USA.


Yamaij, K et al. 2002, ‘*Proceedings 5th European Solid Oxide Fuel Cell Forum*’, Öberrohrdorf, Switzerland, p. 140.

Brinker, CJ & Scherer, G 1990, ‘*Sol gel science*’, Academic Press, NY, USA.

